
GLOBAL  
CARGO HOSE

PART NUMBER DESCRIPTION PSI RATING

601960000000 4” X 10’ FLANGED DOCK - CARGO HOSE 250
601962000000 4” X 20’ FLANGED DOCK - CARGO HOSE 250
601964000000 6” X 10’ FLANGED DOCK - CARGO HOSE 250
601966000000 6” X 20’ FLANGED DOCK- CARGO HOSE 250
601968000000 8” X 10’ FLANGED DOCK- CARGO HOSE 250
601972000000 10” X 10’ FLANGED DOCK- CARGO HOSE 250
601974000000 10” X 20’ FLANGED DOCK- CARGO HOSE 250
601976000000 12” X 10’ FLANGED DOCK- CARGO HOSE 250
601978000000 12” X 20’ FLANGED DOCK- CARGO HOSE 250
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For oil/water suction and delivery service.

Oil and fuel resistant conductive nitrile (NBR)

Multiple high tensile synthetic tire 
cords(polyester cords) with steel wire helix

Oil, weather and ozone resistant, cloth 
impression, black synthetic rubber 

-40°F to +194°F

10’ and 20’ standard lengths

Custom skids

Built-in pipe flanges fixed x floating (ANSI B16.5)

Application: 

Tube: 

Reinforcement:

Cover:

Temperature:

Lengths:

Packaging:

Couplings:

ID 
INCHES

OD 
INCHES

BEND 
RADIUS AT 
72⁰F inches

WEIGHT 
lbs./ft
10'

4 5.50 19.0 1.90
6 7.50 29.0 2.70
8 9.50 38.0 5.50
10 11.50 48.0 8.40
12 13.75 48.0 13.00

14 15.75 68.0 2.70
16 17.75 78.0 5.50
18 20 106.0 8.40
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WEIGHT 
lbs./ft
20'




