
GLOBAL  
BLACK HD SUCTION HOSE

Application: Heavy Duty use in irrigation, agriculture,  
general watering, dewatering, drainage,  
pump discharge, floatation booms, cable 
covering, industrial wash down and  
general discharge applications.

Tube: Natural and Synthetic Rubber Reinforcement: 
High tensile synthetic textile and steel helix 
wire

Cover:  Abrasion and weather resistant synthetic 
rubber

Temperature: -13°F to + 158°F
Fittings: Global QD, Camlock, NPT

PART NUMBER DESCRIPTION PSI RATING

601315000000 3” X 10’ GLOBAL BLACK HD SUCTION HOSE 150
601327000000 4” X 10’ GLOBAL BLACK HD SUCTION HOSE 150
601341000000 6” X 10’ GLOBAL BLACK HD SUCTION HOSE 150
601355000000 8” X 10’ GLOBAL BLACK HD SUCTION HOSE 150
601375000000 12” X 10’ GLOBAL BLACK HD SUCTION HOSE 150
601317000000 3” X 20’ GLOBAL BLACK HD SUCTION HOSE 150
601329000000 4” X 20’ GLOBAL BLACK HD SUCTION HOSE 150
601343000000 6” X 20’ GLOBAL BLACK HD SUCTION HOSE 150
601357000000 8” X 20’ GLOBAL BLACK HD SUCTION HOSE 150
601377000000 12” X 20’ GLOBAL BLACK HD SUCTION HOSE 150
601494000000 3” X 10’ CAM LOCK BLACK HD SUCTION HOSE 150
601498000000 4” X 10’ CAM LOCK BLACK HD SUCTION HOSE 150
601502000000 6” X 10’ CAM LOCK BLACK HD SUCTION HOSE 150
601506000000 8” X 10’ CAM LOCK BLACK HD SUCTION HOSE 150
601496000000 3” X 20’ CAM LOCK BLACK HD SUCTION HOSE 150
601500000000 4” X 20’ CAM LOCK BLACK HD SUCTION HOSE 150
601504000000 6” X 20’ CAM LOCK BLACK HD SUCTION HOSE 150
601508000000 8” X 20’ CAM LOCK BLACK HD SUCTION HOSE 150

ID 
INCHES

OD 
INCHES

BEND 
RADIUS AT 
72⁰F inches

WEIGHT 
lbs./ft

3 3.50 12 1.90
4 4.53 17 2.60
6 6.61 27 4.90
8 8.86 43 7.20
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