
GLOBAL  
GREEN PVC 
SUCTION HOSE

Application: PVC Premium Heavy-Duty Green Water 
Suction	Hose.

Tube:	 Olive	green,	tough	vinyl	helix
Cover:		 Olive	Green	PVC	(smooth)
Temperature:	 -4°F	to	+	150°F	(service	temperature

depends	on	actual	application)
Fittings:	 Global	QD,	Camlock,	NPT

PART NUMBER DESCRIPTION PSI RATING

601310000000 3”	X	10’	GLOBAL	GREEN	PVC	SUCTION	HOSE 60

601320000000 4”	X	10’	GLOBAL	GREEN	PVC	SUCTION	HOSE 50

601320000000 6”	X	10’	GLOBAL	GREEN	PVC	SUCTION	HOSE 40

601348000000 8”	X	10’	GLOBAL	GREEN	PVC	SUCTION	HOSE 30

601312000000 3”	X	20’	GLOBAL	GREEN	PVC	SUCTION	HOSE 60

601320000000 4”	X	20’	GLOBAL	GREEN	PVC	SUCTION	HOSE 50

601336000000 6”	X	20’	GLOBAL	GREEN	PVC	SUCTION	HOSE 40

601350000000 8”	X	20’	GLOBAL	GREEN	PVC	SUCTION	HOSE 30

601920000000 3”	X	10’	CAM	LOCK	GREEN	PVC	SUCTION	HOSE 60

601924000000 4”	X	10’	CAM	LOCK	GREEN	PVC	SUCTION	HOSE 50

601928000000 6”	X	10’	CAM	LOCK	GREEN	PVC	SUCTION	HOSE 40

601932000000 8”	X	10’	CAM	LOCK	GREEN	PVC	SUCTION	HOSE 30

601922000000 3”	X	20’	CAM	LOCK	GREEN	PVC	SUCTION	HOSE 60

601926000000 4”	X	20’	CAM	LOCK	GREEN	PVC	SUCTION	HOSE 50

601930000000 6”	X	20’	CAM	LOCK	GREEN	PVC	SUCTION	HOSE 40	

601934000000 8”	X	20’	CAM	LOCK	GREEN	PVC	SUCTION	HOSE 30

ID 
INCHES

OD 
INCHES

BEND 
RADIUS AT 
72⁰F inches

WEIGHT 
lbs./ft

3 3.35 12 0.97
  4 4.45 14 1.71

6 6.67 25 3.70
8 8.83 30 6.05
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